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NEW 4" SDR 35
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CONNECTION TO EXISTING TANK
TO BE MADE USING EITHER EXISTING

KNOCKOUTS OR A NEW CORED HOLE
WITH A GASKETED CONNECTION

TO ELIMINATE INFILTRATION

CONNECT NEW FM TO PUMP STATION
(CONTRACTOR TO MAKE VISUAL INSPECTION
OF TANK PRIOR TO PLACING NEW SYSTEM
IN SERVICE - REPORT ANY PROBLEMS WITH
ENGINEER)
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NOTES

1. Utilities shown do not purport to constitute or represent all
utilities located upon or adjacent to the surveyed premises.
Existing utility locations are approximate only.  The
Contractor shall field verify all utility conflicts.  All
discrepancies shall be reported to the Engineer. The
Contractor shall contact Dig Safe (888-344-7233) prior to
any construction.

2. Project benchmark is an assumed elevation of 130.0' based
on USGS Quad Willsboro, NY-VT 1999.

3. This plan is not a boundary survey and is not intended to be
used as one.

4. Property line information was abstracted from the Town of
Charlotte Land Records and is based on Plat entitled
"BLACK WILLOW III - WEST", pertinent deeds and plans of
record. Monumentation recovered  was consistent with the
recorded documents.

PROJECT
LOCATION

JLM7/12 Revised per Tom Mansfield's Comments 7/10/12.

JLM9/12 Revised Building Envelope per 
request of Charlotte DRB

CJG2/13 Permit Plans

CJG6/15 Added 50' Wetland Buffer

(CONTACT ENGINEER FOR ANY CLARIFICATIONS OR CONFLICTS)

MINIMUM ISOLATION DISTANCES
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Horizontal Distance (Feet)
Leach field                 Septic Tank Sewer

1. Isolation distances to well locations may vary due to site conditions - contact Engineer
for verification with the Vermont Water Supply Rule Regulations.

2. For mound disposal systems, the limit of mound fill must be 25 feet from any downhill
property line and 10 feet from side or uphill property lines.

3. If a curtain or foundation drain is downslope of the leach field, the leach field cannot
be closer than 75 feet to the drain.  If the drain is upslope of the leach field, it shall be
35' if possible and 20' minimum.

4. Sewers under roads, driveways or parking lots may require protective conduits or
sleeves.

Drilled Well Serving 1 Home - Up Slope of Disposal Field
Drilled Well Serving 1 Home - Down Slope of Disposal Field
Shallow Well or Spring, Up Slope of Disposal Field
Shallow Well or Spring, Down Slope of Disposal Field
Lakes, Ponds and Impoundment
Rivers, Streams
Drainage Swales, Roadway Ditches
Municipal Water Main
Service Water Lines
Roadways, Driveways, Buildings
Top of embankment or slope > 30%
Property Line
Trees
Replacement Area
Foundation, Footing Drains

50
50
75
75
25
25
-
50
25
 5
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10
10
-
10

50
50
75
75
25
10
-
10
10
 5
-
10
10
-
-

 100 (Min.)
 200 (Min.)
 150 (Min.)
 500 (Min.)

 50
 50
 25
 50
 25
 10
 25

 10 (25 Downslope)
 10
 10

 35 (75 Downslope)
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Non-sewage Wastewater Disposal Fields

Hazardous or Solid Waste Disposal Site

Concentrated Livestock Holding Area & Manure Storage Systems

Buildings 

Flood ways

Surface Water

Limit of Herbicide Application on Utility R.O.W.

Property Line

Subsurface Wastewater Piping and Related Tanks

Sewage System Disposal Fields

Driveway (less than 3 residences)

Roadway, Parking Lot (outer edge of shoulder)

and other Siting Limitations
Potential Source of Contamination

VERMONT WATER SUPPLY RULE - CHAPTER 21
TABLE A11-1 - REQUIRED MINIMUM SEPARATION DISTANCES

a. See Table 11-2, FIG 11-1 OF VT WATER SUPPLY RULE, CH. 21
b. Increased to 50' when adjacent to agricultural cropland.
c. Applies to rights-of-way (ROW) where herbicides have been applied in the past

12 months or may be applied in the future.  This distance may be increased to
200' depending on the active ingredient in the herbicide according to Vermont
Regulations for Control of Pesticides.

d. For Public water sources, see Appendix A, part 3, Subpart 3.3.8.
e. Water sources shall not be located in a flood way.
f. If a water source is potentially downgradient of a source of contamination, then

the Agency shall apply the criteria in 11.4.2.2.

f.

f.

200'

10'

e.

10'd

100'c

10'b

50'

a.

15'

25'

Separation Distance

CJG7/16 Added Well & FM Location

SCALE: 1" = 30'

PARTIAL SITE PLAN

SCALE: 1" = 150'

LOCUST MAP
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