TRUDELL

Consulting Engineers

Client: Barry Calculated By: RAR
Job: 18-128 Test Date: 7/27/2018
Location: Ethan Allen Highway Page: 1 of 1
Total Drop: 0.50 in
Percolation Test # 1 Depth of Perc. Test: 10in
Total
Interval Time Start Time Finish Fill Time Drop Time Total Time Total Drop  Rate dt/dh
No. (h:mm:ss) (h:mm:ss) (h:mm:ss) (h:mm:ss) Time (min) (in.) (min/in)
1 0:00:00 0:01:30 0:00:02 0:01:30 0:01:30 1.50 0.5 3.00
2 0:01:32 0:03:31 0:00:07 0:01:59 0:03:31 3.52 0.5 3.97
3 0:03:38 0:06:30 0:00:09 0:02:52 0:06:30 6.50 0.5 5.73
4 0:06:39 0:09:50 0:00:06 0:03:11 0:09:50 9.83 0.5 6.37
5 0:09:56 0:15:13 0:00:07 0:05:17 0:15:13 15.22 0.5 10.57
6 0:15:20 0:20:23 | 0:00:06 0:05:03 0:20:23 20.38 0.5 10.10
7 0:21:50 0:27:37 - 0:05:47 0:27:37 27.62 0.5 11.57
Percolation Result
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Total Time (minutes) y = 2.2976x04954

Percolation Design Rate from best fit straight line through data points on graph at

1440 minutes (1-day) 84.3 min/in

Envivonmental Services

Land Surveying Landscape Architecture

Civil Engineering

478 Blair Park Road

wWWw.tcevt.com

Williston, VT 05495 802 879 6331



